**DESCRIPTION:** Spring loaded brass body vacuum preventing valve with metallic seal. Male BSPP thread.

**APPLICATION:** Prevention of vacuum in piping systems due to e.g. heating and cooling of non aggressive liquids.

**STANDARD & DESIGN:**
- Design Code: -
- Inspection Std.: -
- End Std.: DIN EN ISO 228
- Face to Face Std.: -
- Pressure rating: -
- Temperature Range: -10°C to 225°C

**VARIATIONS:** Other dimensions and materials on request.

---

**No** | **Part** | **Material** | **Code** |
--- | --- | --- | --- |
1 | Body | Brass | CuZn39Pb3 |
2 | Cap (with vent holes) | Brass | CuZn39Pb3 |
3 | Stem | Brass | CuZn39Pb3 |
4 | Spring | Spring Steel | 1.1200 |

<table>
<thead>
<tr>
<th>DN (inch)</th>
<th>G (inch)</th>
<th>H1</th>
<th>H2</th>
<th>SW</th>
<th>Kg</th>
</tr>
</thead>
<tbody>
<tr>
<td>10</td>
<td>3/8</td>
<td>10</td>
<td>55</td>
<td>22</td>
<td>0.1</td>
</tr>
<tr>
<td>15</td>
<td>1/2</td>
<td>11</td>
<td>55</td>
<td>22</td>
<td>0.1</td>
</tr>
<tr>
<td>20</td>
<td>3/4</td>
<td>12</td>
<td>66</td>
<td>29</td>
<td>0.2</td>
</tr>
</tbody>
</table>