DESCRIPTION: AISI 316 equivalent body blind flange valve with AISI 316 equivalent disc and PTFE seal. Flat faced flanged.

APPLICATION: Temporary failsafe connection or separation of pipeline/pipe system.

STANDARD & DESIGN:
Design Code: -
Inspection Std.: EN 12266-1
End Std.: -
Face to Face Std.: -
Flanges Drilled: PN16(DN40-DN300)
Pressure rating: PN16(DN40-DN300)
Temperature Range: -50˚C to 200˚C

VARIATIONS: Pressure rating and flange drilling PN10/25/40 available for all sizes.

<table>
<thead>
<tr>
<th>No</th>
<th>Part</th>
<th>Material</th>
<th>Code</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Body</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8M</td>
</tr>
<tr>
<td>2</td>
<td>Disc</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8M</td>
</tr>
<tr>
<td>3</td>
<td>Drain Plug</td>
<td>Stainless Steel</td>
<td>SS316</td>
</tr>
<tr>
<td>4</td>
<td>Drain Plug Seal</td>
<td>PTFE</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Spring</td>
<td>Stainless Steel</td>
<td></td>
</tr>
<tr>
<td>6</td>
<td>Tightening Nut</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8M</td>
</tr>
<tr>
<td>7</td>
<td>Disc Seal</td>
<td>PTFE</td>
<td></td>
</tr>
<tr>
<td>8</td>
<td>Top Cover</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8M</td>
</tr>
<tr>
<td>9</td>
<td>Top Seal</td>
<td>KEMFLOM</td>
<td></td>
</tr>
<tr>
<td>10</td>
<td>Top Seal</td>
<td>PTFE</td>
<td></td>
</tr>
<tr>
<td>11</td>
<td>Metal Ring</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8</td>
</tr>
<tr>
<td>12</td>
<td>Body Bolt</td>
<td>Stainless Steel</td>
<td>SS316</td>
</tr>
<tr>
<td>13</td>
<td>Bolt Washer</td>
<td>Stainless Steel</td>
<td>SS316</td>
</tr>
<tr>
<td>14</td>
<td>Bolt Nut</td>
<td>Stainless Steel</td>
<td>ASTM A351 Gr. CF8M</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>DN</th>
<th>n x ød</th>
<th>Hed</th>
<th>øD</th>
<th>L</th>
<th>H</th>
<th>T</th>
<th>Kg</th>
</tr>
</thead>
<tbody>
<tr>
<td>40</td>
<td>4xM16</td>
<td>110</td>
<td>150</td>
<td>154</td>
<td>180.5</td>
<td>17</td>
<td>-</td>
</tr>
<tr>
<td>50</td>
<td>4xM16</td>
<td>125</td>
<td>165</td>
<td>154</td>
<td>180.5</td>
<td>17</td>
<td>20.1</td>
</tr>
<tr>
<td>65</td>
<td>4xM16</td>
<td>145</td>
<td>185</td>
<td>154</td>
<td>191</td>
<td>18</td>
<td>24.4</td>
</tr>
<tr>
<td>80</td>
<td>8xM16</td>
<td>160</td>
<td>200</td>
<td>154</td>
<td>200</td>
<td>17</td>
<td>-</td>
</tr>
<tr>
<td>100</td>
<td>8xM16</td>
<td>180</td>
<td>220</td>
<td>162</td>
<td>233</td>
<td>19</td>
<td>36.3</td>
</tr>
<tr>
<td>125</td>
<td>8xM16</td>
<td>210</td>
<td>250</td>
<td>162</td>
<td>240</td>
<td>19</td>
<td>38.0</td>
</tr>
<tr>
<td>150</td>
<td>8xM20</td>
<td>240</td>
<td>285</td>
<td>162</td>
<td>258.5</td>
<td>19</td>
<td>44.7</td>
</tr>
<tr>
<td>200</td>
<td>12xM20</td>
<td>295</td>
<td>340</td>
<td>162</td>
<td>293</td>
<td>19</td>
<td>67.0</td>
</tr>
<tr>
<td>250</td>
<td>12xM24</td>
<td>355</td>
<td>405</td>
<td>200</td>
<td>320</td>
<td>25</td>
<td>104.0</td>
</tr>
<tr>
<td>300</td>
<td>12xM24</td>
<td>410</td>
<td>460</td>
<td>200</td>
<td>334</td>
<td>25</td>
<td>-</td>
</tr>
</tbody>
</table>